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Product description

Rai
Bench

Julià Espinás,
Olga Tarrassó
2016

Certificates

Materials

	- Structure made of 6063-T5 extruded 
aluminium and AL-1085 aluminium with 
an anodised finish and AISI304 stainless 
steel.

	- 2.38 m slats and 7 x 26 cm section of larch 
glulam, 100% PEFC certified, with a triple 
coat of oil protection.

	- A2 stainless steel hardware.

Installation and maintenance

	- It is recommended to install the strip with a 
maximum projection of a hole (45 cm).

	- Installed with two bolts per structure, with 
corrosion protection, inserted in holes 
made in the pavement beforehand, and 
filled in with epoxy resin, quick-setting 
cement or similar, or with four stainless 
steel screws per structure to secure it to 
the surface.

	- The element is delivered as two separate 
components: the structure and the slats.

	- Installation and assembly instructions, 
hardware and bolts included.

	- To better preserve the original properties 
of the wood and prevent problems 
with dryness, cracks or humidity, it is 
recommended to renew the oil protection 
every 2 or 3 years. 

Regulations

	- NF P 99-610
	- UNE 41510
	- UNE-EN 335
	- UNE-EN 338
	- UNE-EN 581
	- UNE-EN 12727
	- UNE-EN 14080
	- UNE-EN ISO 7599 
	- UNE-EN ISO 9227

Finishes

Structure	 Slats	

Anodised aluminium	 100% PEFC larch glulam

The finishes shown are purely indicative. Suitable for coastal areas. 



2 / 2

268 [105.5]

268 [105.5]

6566 [2585]5900 [2322.8]

268 [105.5]

268 [105.5]
56 

[22]

56 
[22] 116 [45.7]

56 
[22]

45 [1
7.7

]
75

[2
9.

5]

75
[2

9.
5]

75
[2

9.
5]

75
[2

9.
5]

45 [1
1.7

]
45 [1
1.7

]

45 [1
1.7

]

45 [1
1.7

]

75
 

[2
9.

5]

26
 

[1
0

.2
]

26
 

[1
0

.2
]

26
 

[1
0

.2
]

26
 

[1
0

.2
]

180 [70.9]

180 [70.9] 180 [70.9]

180 [70.9]

238 [93.7]

238 [93.7]

238 [93.7]

238 [93.7]

30
[11.8]

30
[11.8]

30
[11.8]

30
[11.8]

 Rai I Bench

Last updated: 04/04/2025. For further information, go to urbidermis.com / Tel. +34 938 619 100 / hola@urbidermis.com 
Technical information provided by Urbidermis may be modified without prior notice. We protect intellectual property. 

Parc de Belloch, Ctra. C251, km. 5,6, 08430 La Roca (Barcelona)
Warehouse, Pol. Ind. Sud, Avenida del Vallés nº19, 08440 Cardedeu (Barcelona)

Dimensions cm [in]

Example of composition

Weight kg [lb]

	- Slat: 22.5 [49.6]
	- Lower support: 4 [8.8]
	- Upper support: 5.4 [11.9]
	- Double support: 4.6 [10.1]
	- Quadruple support: 10.3 [22.7]
	- Surface accessory: 0.65 [1.4]

Approximate weight without packaging.

Bench made of two low supports with through hole

RAS+111	

Bench made of two high supports with through hole

RAS+311	

Bench made of two high surfaces and two low surfaces with through hole

RAS+411	

Bench made of a high surface and a low surface with through hole

RAS+211	


